
SPECIFICATION 275 Power Unit 375 Power unit 
Eccentric Moment 1,245 in-lbs (14.35 kgm) 1,245 in-lbs (14.35 kgm)

Drive Force 48 tons (428 kN) 61 tons (538 kN)

Frequency (VPM) 0-1650 vpm 0-1850 vpm

Max Line Pull 56 tons (498 kN) 56 tons (498 kN)

Bare Hammer Weight w/o Clamp 5,857 lbs (2,657 kg) 5,857 lbs (2,657 kg)

Throat Width 19” (48 cm) 19” (48 cm)

Length 69.06” (175 cm) 69.06” (175 cm)

Height w/o Clamp 54.26” (138 cm) 54.26” (138 cm)

Power Unit Engine Type CAT C7.1 TIER IV STAGE V FINAL CAT C9.3B TIER IV STAGE V DUAL 
CERTIFIED

Power Unit Horsepower 275 HP (205 kW) 375 HP (280 kW)

Power Unit Weight 14,350 LBS ( Kg) 15,000 LBS (6,804 Kg)
Specifications may vary due to site conditions, specific hammer conditions or product set up.
Specifications may change without notice.
Consult the factory for details on any specific product (800) 248-8498.
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(800) 248-8498

Ape@americanpiledriving.com

APE Model 60
Vibratory Driver Extractor
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